MONTGOMERY COUNTY PUBLIC SERVICE AUTHORITY

CHRISTIANSBURG, VIRGINIA CONSTRUCTION STANDARDS

GATE LATCH

1 578" O0.D. RAIL BRACE — TwO TRUSS RODS
(MIN. 378" DIAD

BARBED WIRE — B %eTIE.DI:_RPAIgE

40.D. SCH.40 GALV.
STEEL PIPE C(Q.M#/FTD

OFFSET TYPE HINGES
TO PERMIT 180° SWING

1 578" 0O.D.
CENTER
PLUNGER

CARRY SOCKET INTO GRAVEL KR XA
PIT & CONCRETE AROUND 12“x12" GRAVEL PIT
(12’DIAMIN.Y DOUBLE SWING GATE TO DRAIN SOCKET

DOUBLE GATE DETAIL

10 ON CENTER MAX.

3 STRANDS BARBED WIRE
7 SLANTED OUT

2.375"0.D, SCH 40 GALV.
STEEL PIPE (5.79#/FT.)\

CENTER RAIL, CORNER
& END POST ONLY

1 5/8“0.D.

7 GAUGE ZINC COATED
STEEL WIRE. ATTACH
FABRIC 24“0ON CENTER

CONCRETE
LINE POST

Lo
PoloPete 2020220 %

X
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30.D, SCH.40 GALV.
" STEEL PIPE (5.79%/FT.)

H—— 1 5/8°0.D.

TENSION BAR
TENSION BAR BAND

1” WIDE-11 GAUGE

3/8" TRUSS ROD
& TURNBUCKLE

FINISHED GRADE
CONCRETE
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CORNER & END POST

AS DESIGNATED BY DIRECTOR FOR SECURITY OF UTILITY INSTALLATIONS

REVISIONS

NO. DATE

ORIGINAL 12/01/06

CHAIN LINK
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